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AIR TRANSPORT INTERNATIONAL

757-200 COMBI (PEMCO) Main Deck Configurations*
Maximum Weight Position Capacity Limits

CONFIG "A" CONFIG "B" CONFIG "M" | CONFIG "AC" | CONFIG "BC" |} CONFIG "MC"
10-88 X 125 10-88 X 108 9-96 X 125 6-125 X 88 8-96 X125 6-125 X 96
POS| WT (LBS) JPOS|WT (LBS)JPOS|WT (LBS)I POS [WT (LBS)] POS[WT (LBS)}] POS |WT (LBS)
Al] 4,308 B1| 4,308 M1| 5,725 jJ AC1l| 6,560 [ BC1l| 4,965 MC1 7,159
A2| 6,136 B2| 5,700 M2| 7,182 J AC2| 6,483 | BC2| 5,674 MC2 7,077
A3| 6,545 B3| 5,651 M3| 7,118 J AC3| 6,391 | BC3| 5,614 MC3 6,977
Ad4| 6,490 B4| 5,603 M4]| 7,055 J AC4| 8,225 | BC4| 5,556 MC4 8,983
A5| 6,437 B5| 5,555 M5] 6,976 J AC5| 8,125 J BC5| 5,504 MC5 8,873
A6| 6,382 B6| 5,508 M6| 9,026 | AC6| 6,165 [ BC6| 7,071 MC6 6,731
A7 8,220 B7| 7,090 M7| 8,932 BC7| 6,982
A8| 8,167 B8| 7,046 M8| 6,730 BC8| 5,321
A9 6,163 B9| 5,318 M9| 6,657
Al10( 6,097 B10| 5,263

* Aircraft

752CX

753CX

754CX

Current as of 5/17/2017 11:21 AM per the AGSM R15

Original




